EFDC model was applied to reproduce velocity fields and to evaluate the dispersion characteristics of suspended sediments (SS) around a Daesan port. Numerical results using two-dimensional hydrodynamic model of EFDC showed good agreements through comparison with the time series and harmonic analysis of the tidal elevations. The dispersion patterns of the suspended sediments using the calculated velocity fields were calculated to move from east to northeast direction in flood tide and from west to southwest in ebb tide for dredging of sea route, respectively. Also, the suspended sediments were widely dispersed into the front areas of a Daesan port, Nanji-do and Garorim bay in the long-term. Therefore, it was inferred that the environmental problems for sea pollution would be occurred seriously if the dredging for sea route would be continued in the long-term. 
요약 : EFDC 모델을 이용하여 대산항 인근해역의 유속장을 재현하고 개발에 의한 인근 해역의 부유사(SS) 확산현상에 대한 수치 모사가 수행되었다. 대산항 인근 해역의 유속장 재현을 위한 해수유동 수치모형 실험은 EFDC 2차원 모델을 사용하여 조 위 시계열 검증 및 조화분석을 통한 검증을 실시한 결과 양호한 재현성을 나타내었다. 대산항 주변해역의 해수 유동장을 이용 하여 부유사 확산 수치 실험 결과, 항로 준설시를 부유사(SS)의 확산양상은 창조류시와 낙조류시에 각각 동향~북동향, 서향남 서향으로 확산이 진행되고 있었다. 또한 부유사(SS)의 확산은 시간이 지날수록 대산항 전면해역 및 난지도 주변해역, 가로

